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1
FLUID PRESSURE OPERATED DEVICE
WITH ADJUSTABLE POSITIONING OF
MOUNTING ELEMENTS RELATIVE TO
EXTERNALLY MOUNTED STRUCTURES

FIELD OF THE INVENTION

The current invention is generally directed to the field of
fluid pressure operated devices, such as gas springs or fluid
dampers and more specifically directed to the field of fluid
pressure operated devices having externally mounted struc-
tures such as fluid reservoirs, filling tubes, or external bypass
tubes. The externally mounted structures may typically be
mounted to the fluid pressure operated device or its working
cylinder in a fixed or permanent position.

All patents and patent applications referred to herein are
incorporated by reference into this patent application in their
entirety.

BACKGROUND OF THE INVENTION

As previously mentioned, the current invention is generally
directed to the field of fluid pressure operated devices, such as
gas springs or fluid dampers and more specifically directed to
the field of fluid pressure operated devices having externally
mounted structures such as fluid reservoirs, filling tubes, or
external bypass tubes. An example of such a device in the
form of a fluid damper is manufactured by Fox Factory, Inc.,
assignee of the current application, and sold under the fol-
lowing product names: Bypass 2.0, Bypass 2.5, Bypass 3.0,
Bypass 3.5, and Bypass 4.3. These fluid dampers may include
such externally mounted structures as an externally mounted
fluid reservoir and/or at least one external bypass tube. By
using external bypass tubes, bypass channels and bypass cyl-
inders, such as described in assignee’s U.S. Pat. No. 6,296,
092 (Marking) and U.S. Pat. No. 6,415,895 (Marking), are no
longer necessary while still providing a damper with position
sensitive damping.

However, in general, unless the positioning of the external
structures relative to the fluid pressure operated device’s
mounting elements is custom to every possible application or
installation, it is possible that in mass-manufactured fluid
pressure operated devices, the externally mounted structures,
which typically are in fixed or permanent positions relative to
the working cylinder, can sometimes be in a position that
conflicts with vehicle structures, such as fenders. This may
actually wind up prohibiting the use of the mass-manufac-
tured fluid pressure operated device on that vehicle or require
re-machining of components of the fluid pressure operated
device. Both of these situations are undesirable.

In U.S. Pat. No. 5,988,332 (Marzocchi) and U.S. Pat. No.
6,105,740 (Marzocchi) (hereinafter “the Marzocchi pat-
ents”), this problem was identified and a solution making the
external component (i.e. compensator) movable relative to
the damper cylinder is described. See also, Racerunner 2"
Piggyback Shock (www.swayaway.com).

Swayaway has another design in which allows the shock
body to rotate 360° for ease of installation and eliminates the
need for left and right specific shocks. See 2.5" 3 Tube Pig-
gyback Bypass Shock (www.swayaway.com).

Additionally, in GB 1,060,247 (Price) (GB *247), the same
problem was identified in an air spring device. GB ’247
proposes that the position of the cylinder may be adjustably
maintained relative to a support platform using a double-
threaded turnbuckle arrangement which has one end screwed
into the lower end of the cylinder and the other end screwed
into a terminal fitting forming a part of lower ball joint fixture.
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Adjustment may be made by turning a knurled sleeve and
further movement prevented by setscrews. This design faces
potential problems. In particular, threads are relied upon and
threads may lock-up and bind once oil and grime starts to fill
their grooves. Furthermore, threads cause the length of the
working cylinder to change when the cylinder is adjusted.
This may, in some instances, adversely atfect device mount-
ing or performance. Finally, GB °247 does not appear to be
infinitely adjustable since adjustment is limited to thread
length and pitch.

Accordingly, there is room for improvement within the art
of fluid operated devices such as air springs and fluid damp-
ers.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 depicts a perspective view of a prior art fluid pres-
sure operated device in the forms of a fluid damper having an
externally mounted fluid reservoir and external bypass tubes.

FIG. 2 depicts a portion of a damper provided with an
exemplary embodiment of the invention

FIGS. 3A and 3B show different orientations of a mounting
element relative to a damper and according to an exemplary
embodiment of the invention.

DETAILED DESCRIPTION OF THE DRAWINGS

FIG. 1 depicts a fluid pressure operated device in the exem-
plary form of a conventional fluid damper 100. Typically, a
damper such as this one, with its large fluid volumes, is used
in off-road applications. However, the invention is equally
applicable to other types of dampers or devices having exter-
nally mounted structures. For example, mountain bicycle
dampers may often have externally mounted piggyback res-
ervoirs whose size and positioning may sometimes conflict
with its mounting location on the bicycle frame (see e.g. the
Marzocchi patents).

As is known in the art, damper 100 includes a working
cylinder, for example, a damper cylinder 110 and a damper
shaft 115. Damper haft 115 supports the damping piston (not
shown) and moves into and out of damper cylinder 110 as the
damper compresses and rebounds, respectively. Damper
shaft 115 is also provided with a first mounting element, such
as a mounting hole 125 (sometimes referred to as an eyelet).

Damper cylinder 110 includes a body cap 120 for attaching
to the end of the damper cylinder opposite the damper shaft
115. In some instances, such as shown in the attached FIGS,
body cap 120 seals an open end 111 of damper cylinder 115,
which provides access to the damping fluid in monotube
designs. Body cap 120 also includes a second mounting ele-
ment, such as a mounting hole 121 (sometimes referred to as
an eyelet). Mounting elements 121, 125 allow damper 100 to
be mounted between sprung and un-sprung masses.

Damper 100 may include a number of externally mounted
structures. Furthermore, as previously mentioned, these
externally mounted structures may be mounted to the damper
cylinder in a fixed or permanent position. For example,
damper 100 may include a piggyback reservoir assembly 200.
Additionally or alternatively, damper 100 may include at least
one external bypass tube 215. Bypass tubes provide addi-
tional flow paths for damping fluid around the damping piston
(not shown). By positioning the entrances and exits to the
bypass tubes at strategic locations along the piston travel, the
damper 100 can be provided with position sensitivity (i.e.
different damping rates at different piston stroke depths). The
general use of external bypasses around a damping piston is
discussed in, for example, U.S. Pat. No. 4,798,398 (Cum-
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mins) and USPub 2006/0096817 (Norgaard). However, the
details of the operation of damper 100 and bypass tubes 215
are not essential to an understanding of the current invention.

Typically, according to the prior art, body cap 120 is
screwed into the open end of damper cylinder 110, which is
opposite to the end of the damper cylinder 110 from which
shaft 115 extends using threads T associated with body cap
120 and open end 111. As thread pitches and length are fixed
during the product design phase, upon proper manufacture of
damper 100, all such dampers 100 having a particular thread
length and pitch design will generally (i.e., subject to manu-
facturing tolerances) have their mounting holes 121 at the
same specific orientation relative to damper cylinder 110 and
its externally mounted structures. In FIG. 1, this orientation is
depicted by line A-A. Therefore, the damper cylinder 110
portion of damper 100 will only be able to be mounted to a
vehicle in one orientation. If mounting according to this one
orientation is prevented due to structural conflicts between
the externally mounted structures of damper 100 and vehicle
components, the damper 100, unless modified in some way,
will be unusable on that vehicle. While damper 100 is typi-
cally designed to be usable on as many different vehicles as
possible, it cannot be guaranteed that identical mass-manu-
factured dampers 100 can be mounted in all vehicles free of
structural conflicts. Potential structural conflicts may be espe-
cially prevalent in off-road applications where entirely cus-
tom designed vehicles (e.g. dune buggies) and/or extensive
user-modifications of stock vehicles may exist.

Currently, besides for the proposals of the Marzocchi pat-
ents to have the external components move relative to the
damper cylinder and GB ’247’s proposal to use a threaded
system (both previously described above), adjusting the ori-
entation of mounting hole 121 relative to the externally
mounted structures may require re-machining and modifica-
tion of damper 100. In particular, the damper 100 is depres-
surized (discharged), taken apart, body cap 120 removed and
putin alathe, and a skim cutis made on the body cap 120. This
allows the body cap 120 to thread further into the damper
cylinder 110 than as originally designed, thus changing the
orientation of the body cap 120 and its mounting hole 121
relative to the externally mounted structures. This method
may also affect the length of the damper 100.

An exemplary embodiment of the invention is shown in
FIG. 2 as applied to a fluid pressure operated device in the
form of a fluid damper 100. As previously mentioned, damper
100 includes a damper cylinder 110 having end 111, opposite
to the end of damper cylinder 110 from which damper shaft
115 extends. Typically, this end 111 will be an open end that
provides access to the interior of the damper cylinder 110 and
the damping fluid inside the damper cylinder 110.

According to an exemplary embodiment of the invention,
an adapter assembly 300 may be positioned intermediate the
body cap 120 and damper cylinder 110 and used to attach the
body cap 120 to damper cylinder 110. Thus, in this exemplary
embodiment of the invention, threads T of damper cylinder
110 should be eliminated. Adapter assembly 300 may include
an adapter 310, in the form of a disk having a seal, for
example, in the form of an o-ring 315, along its outer perim-
eter. Adapter 310 is press fit into open end 111 due to the
friction of the o-ring 315. A retaining ring 320 may then be
positioned over adapter 310 to retain adapter 310 in its proper
axial position. However, neither the retention force of ring
320 orthe friction of the o-ring 315 are high enough to prevent
rotation of adapter 310.

Body cap 120 is now positioned over end 111 of damper
cylinder 110 and holes 326 in body cap 120 are aligned with
holes 350 of adapter 310. Fasteners, for example threaded
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fasteners 325, are then inserted through holes 326 in body cap
120 and partially threaded into threaded holes 350 of adapter
310. This process loosely attaches body cap 120 to adapter
disk 310. Now, if necessary, the orientation of body cap 120
and mounting hole 121 relative to the damper cylinder 110
can be adjusted by rotating body cap 120 and adapter 310.
Because threads need not be used, the body cap can be rotated
any number of times in any direction until the proper orien-
tation of mounting hole 121 is achieved and without effecting
the overall length of damper 100. After the desired orientation
of mounting hole 121 is achieved, the adapter assembly is
completely fastened to the body cap 120, such as by threaded
fasteners 325. For the adapter assembly to be properly
attached to body cap 120, fasteners 325 are torqued to within
specification limits, therefore, clamping down body cap 120
so that body cap 120 can no longer rotate. Damper 100 is now
sealed and ready to be pressurized and mounted on a vehicle.

When a user receives a sealed and pressurized damper 100
from the manufacturer and discovers that there is a structural
conflict in mounting the damper 100, the invention is simple
enough to allow for the user to make the orientation adjust-
ment using ordinary maintenance techniques and tools and
without returning the damper 100 to its manufacturer. The
user first depressurizes (discharges) the damper 100. This
procedure is well within the realm of user-conducted main-
tenance and often described in literature associated with the
damper 100 (e.g. instruction manual). The user then partially
loosens threaded fasteners 325. This allows the user to rotate
body cap 120 and adapter 310 without having to open the
damper cylinder 110 and without accessing the inside of the
damper cylinder 110 and especially the damping fluid (a
potentially messy prospect). As above, after the desired ori-
entation of mounting hole 121 is achieved, threaded fasteners
325 are torqued back to specification and damper 100 is now
sealed and ready to be pressurized by the user and mounted on
a vehicle.

The results achieved by the exemplary embodiment of the
invention are generally depicted in FIG. 3A and FIG. 3B. In
particular, in FIG. 3A, body cap 120 and mounting hole 121
have a first orientation relative to reservoir 200 and externally
mounted bypass tubes 215. This first orientation is repre-
sented by line A-A. In FIG. 3B, body cap 120 and mounting
hole 121 have been reoriented using the teachings of the
exemplary embodiment of the invention and therefore have a
different orientation relative to reservoir 200 and externally
mounted bypass tubes 215. This different orientation is rep-
resented by line A'-A'. However, despite the change in orien-
tation, the overall length of damper 100 remains the same.

Although the invention has been described in terms of a
certain exemplary embodiment and process, other embodi-
ments and processes apparent to those of ordinary skill in the
art are also within the scope of this invention. Thus, various
changes and modifications may be made without departing
from the spirit and scope of this invention.

Accordingly, the scope of the invention should only be
defined by the appended claims.

Reference Numerals Used

Reference

Numeral Item

100 damper

110 damper cylinder

111 end of damper cylinder
115 shaft

120 body cap
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-continued

Reference Numerals Used

Reference

Numeral Item

121,125 mounting holes

200 piggyback reservoir assembly
215 external bypass tubes
300 adapter assembly
310 adapter

315 seal

320 retaining ring

325 fasteners

326 holes

350 holes

T threads

F fluid

That which is claimed:

1. A fluid pressure operated device, comprising:

a working cylinder having a first end and a second end;

a shaft that moves into and out of the first end of the
working cylinder as the device compresses and
rebounds, the shaft including a first mounting element
attached thereto;

abody cap for attachment to the second end of the working
cylinder opposite the shaft, the body cap including a
second mounting element;

an adapter assembly disposable between the working cyl-
inder and the body cap, the adapter assembly allowing
orientation of the second mounting element of the body
cap to be changed, wherein the adapter assembly
includes:
an adapter disk that can be fit into the second end of the

working cylinder and is capable of rotation, the
adapter disk includes at least one threaded hole, the
body includes at least one hole, the body cap is
attached to the adapter disk using at least one threaded
fastener passing through the at least one hole in the
body cap and being threaded into the at least one
threaded hole of the adapter disk;

whereby the second mounting element can be rotated with-
out causing movement of the shaft and whereby a length
of the fluid pressure operated device remains constant
when the orientation of the second mounting element is
changed.

2. A fluid pressure operated device, comprising:

a working cylinder having a first end and a second end;

a shaft for movement into and out of the first end of the
working cylinder, the shaft including a first mounting
element attached thereto;

the working cylinder including a body cap attached to the
second end of the working cylinder opposite the shaft,
the body cap including a second mounting element;

at least one externally mounted structure attached to the
working cylinder;

an adapter assembly allowing the orientation of the second
mounting element of the body cap relative to the at least
one externally mounted structure to be changed
whereby:

a) the adapter assembly is positioned between the work-
ing cylinder and the body cap;

b) the adapter assembly includes an adapter disk that can be
fit into the second end of the working cylinder and is
capable of rotation, the adapter disk includes at least one
threaded hole, the body cap includes at least one hole,
and the body cap is attached to the adapter disk using at
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6

least one threaded fastener passing through the at least

one hole in the body cap and being threaded into the at

least one threaded hole of the adapter disk,

wherein, when the adapter assembly is attached to the body

cap by the at least one fastener and at least a minimum

torque is applied to the at least one fastener, the orienta-
tion of the second mounting element is fixed.

3. The fluid pressure operated device of claim 2, wherein
the fluid pressure operated device comprises a fluid damper
and at least one of the externally mounted structures includes
a bypass tube mounted to the working cylinder for providing
the fluid damper with position sensitive damping.

4. The fluid pressure operated device of claim 2, wherein at
least one of the mounting elements include a mounting hole.

5. The fluid pressure operated device of claim 2, wherein
the orientation of the second mounting element of the body
cap relative to the externally mounted structure can be
adjusted between an infinite number of positions.

6. The fluid pressure operated device according to claim 2,
wherein:

when the body cap can no longer rotate relative to the

working cylinder, the adapter disk is no longer capable

of rotation.

7. A fluid pressure operated device, comprising:

a working cylinder, the working cylinder including:

a) at least one externally mounted structure;

b) at least one open end on the working cylinder for
accessing at least a portion of the inside of the work-
ing cylinder; and

¢) a body cap for sealing closed the open end of the
working cylinder, the body cap including a mounting
element;

d) an adapter assembly for attaching the body cap to the
working cylinder, wherein the adapter assembly
includes an adapter disk that can be fit into the open
end of the working cylinder and is capable of rotation,
wherein the adapter disk includes at least one
threaded hole, the body cap includes at least one hole,
and the body cap is attached to the adapter disk using
at least one threaded fastener through the at least one
hole in the body cap and being threaded into the at
least one threaded hole of the adapter disk; and
wherein the adapter assembly allows adjusting the
orientation of the body cap and its mounting element
relative to the externally mounted structure without
using threads, the second mounting element can be
rotated without causing movement of the shaft and the
overall length ofthe device remains constant when the
orientation of the body cap and its mounting element
are adjusted.

8. The device of claim 7, wherein the body cap and the
adapter assembly are coupled together to adjust the orienta-
tion of the body cap and its mounting element.

9. The device of claim 7, wherein when a minimum torque
is applied to the at least one threaded fastener, the body cap
and its mounting element are in a fixed orientation.

10. The device of claim 1, wherein the adapter assembly
includes the adapter disk, a retainer ring, and a seal.

11. The device of claim 1, wherein when the at least one
fastener is inserted through the at least one hole in the body
cap and partially threaded into the at least one threaded hole
of the adaptor disk, the orientation of the second mounting
element relative to the working cylinder may be changed.

12. The device of claim 1, wherein when the at least one
fastener is inserted through the at least one hole in the body
cap and completely threaded into the at least one threaded
hole of the adaptor disk and at least a minimum amount of
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torque is applied to the at least one fastener, the orientation of 16. The device of claim 13, wherein when the at least one

the second mounting element relative to the working cylinder ~ threaded fastener is completely threaded into the adapter
is fixed. assembly and at least a minimum torque is applied to the at

13. A fluid pressure operated device, comprising:

a working cylinder having a first end and a second end;

a shaft that moves into and out of the first end of the
working cylinder as the device compresses and
rebounds, the shaft including a first mounting element
attached thereto;

least one threaded fastener, the adapter assembly is in its
second configuration.
17. A fluid pressure operated device, comprising:
a working cylinder having a first end, a second end, and a
longitudinal axis;
a shaft that moves into and out of the first end of the
working cylinder;

abody cap for attachment to the second end of the working 0, body cap for attachment to the second end of the working
cylinder opposite the shaft, the body cap including a cylinder opposite the shaft, the body cap including a
second mounting element; mounting element having an aperture with a longitudi-

an adapter assembly disposable between the working cyl- na} axis e’;t?lldmg therethrough, \évherleln thfillo?glmdl'
inder and the body cap, the assembly having a first | g?n ;X;iiz otf fh:r;:gtrul:iilgcgiﬁggrlﬁ 5‘1’ to the longitu-
configuration whereby the second mounting element is . ’ .
il o sl movble v the s seenbly dipoutle v e vorkig o
working cylinder and a second configuration wherein : . ’ .
the second mounting element is axially and rotationally lo)rlenﬁatlon dOf th;: mlo)unglng elem?.“ of tlhe bo?y cap ;0
fixed relative to th ki lind herein th e changed, whereby the mounting element can be
a()i(:p terreagsgrflblg inceiu(\i?srarllna%lai)};elrn diesli; tgatecr;?}t)e ﬁi 20 rotated without causing movement of the shaft, wherein
into the second end of the working cylinder and is the adapter assembly includes an adapter disk that can be
capable of rotation, the adapter disk includes at least one f;};:g?etgfrzzggg ?ﬁeﬁééﬁi&?ﬁiﬁ (Ciilsllinl(riliﬁuadrli ;i
threaded hole the body cap includes at least one hole, ’ .

. . . least one threaded hole, the body cap includes at least
and the body cap is attached to the adapter disk using at 5 one hole, and the body cap is attacyhedrtjo the adapter disk
leasthorlle ~thriad§ ddfastener gass%ng thhrrouéghdﬂ.le at llleast using at least one threaded fastener passing through the
one hole 1n the body cap and being threaded into the at . . .
least one threaded hole of the adapter disk to rotationally ?Itl leatslt Onf hole&lr; thg bdoﬁylcapfatrﬁd bz;n% thf;alied mto

: : : e at least one threaded hole of the adapter disk.
fix the second mounting element relative to the working 18. The device of claim 17, wherein the slliaft moves into
cylinder; 30 : ’

whereby an overall length of the device and any operating
characteristics of the device remain constant in the first
and second configurations.

14. The device of claim 13, wherein the body cap is coupled

to the adapter assembly in the first and second configurations.

15. The device of claim 13, wherein when the at least one

threaded fastener is partially threaded into the adapter assem-
bly, the adapter assembly is in its first configuration.

35

and out of the first end of the working cylinder as the device
compresses and rebounds.

19. The device of claim 17, wherein the shaft comprises a
second mounting element attached thereto.

20. The device of claim 17, wherein a length of the fluid
pressure operated device remains constant when the orienta-
tion of the second mounting element is changed.

#* #* #* #* #*
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